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Login using system engineer
Click TCP/IP Nodes
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Click Detect then click Apply then click OK
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Click Yes to restart Server
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Now Open Net2 Software and login

Click Doors
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Doors should show the Green Tick[image: ]
image1.png
e Net2 Configuration Utility




image2.png
R Net2 Server Configuration Utility

General I Dalabasel ‘Wiegand | TCP/IP Nodes Net?AieridgesI HTMLHeporlsI Diagnostics PvintevUplionsI Emaill SMS I

Poling interleave period

Enable server browsing

Display reader LED"s in OEM style (ot nano's)
Hide reader LED's [not nana's]

Start Net2 Server automatically at start-up
Revert tokens to mode 1 operation

Enable commissioning mode:

Allow duplicate PINs

Enable 50,000 user mode

Enable "Buy tokens" link

Low Power Mode

0.5 seconds

—[11—['(11'(1111;|
‘«

[~ General
Site name |YMF~HECEF'TIUN
Product description Net2 Lite Uparade to Net2 Pro
Wersion 5.03.4427.3364
SOL Tep port 57114

1~ Com Port Configuration

The server can automatically detect which comports are
being used for Access Control. However, you may
manually select which comports to use if required.

@ Automatically detect comports

 Manually detect comports

[] Com 2
[1Com 3
[ Comd

=]

Cancel

Apply





image3.png
2 Net2 Server Configuration Utility

General | Database | Wiegand TCP/IP Nodes |Net2Aieridges| HTML Reports | Diagnostics | Printer Options | Email | SMS |

[~ TCP/IP nodes

Name [ MAC address [ Tope T Fimware T Add |

00-0B-DE-47-8C-35 00-0B-DE-47-8C-35 Net2 plus Upto date
Delete
Detect

Select All

Select None

Click 'Detect' to automatically find any TCPAP nodes on your network.

Configuration | IP Address Configuration Advancedl

Serial number 4688943

P Address Ping

Download events 12

Firmware 5.04

MAC address 00-08-D6-47-8C-35 Copy MAC address to clipboard
Interface mode:  RS-232 & RS-485

Port number 10001
Update firmware

Cancel Apply





image4.png
"9 Net2 Server Configuration Utility

General | Database | Wiegand TCP/IP Nodes |Net2Aieridges| HTML Reports | Diagnostics | Printer Options | Email | SMS |

[~ TCP/IP nodes

Name [ MAC address [ Tope T Fimware T Add |

00-0B-DE-47-8C-35 00-0B-DE-47-8C-35 Net2 plus Up to date
Delete
Bename
Detect
Select All
Select None

Net2 Server Configuration Utility X

) ‘You will need to restart the Net2 Server, before these changes become active.
Click 'Detect’ to autom:

Would you like to re-start the Net2 Server now?

Lw |

Configuration | IPAc

Serial number 4688949

1P Address W Ping

Download events I3

Firmware 5.04

MAC address 00-0B-DE-47-8C-35 Copy MAC address to clipboard
Interface mode:  RS-232 & RS-485

Port number 10001
Update firmware

-

0K Cancel | Apply





image5.png
W YMF-RECEPTION - Net2 Access Control

Net2 Access Control

® § Accessleves

)
e
®

epons
£ New2 operatars

vWelcome to Net2 Access Control

EE

View events

Timeline:

I+

Timesheet

View online tutorials

Card Designer

Documentation

Net2 Pro software upgrade

Upgrade to Net2 Pro and get even more from your access control
system.

i Erctyon b vt igh sy fesares he
Emergency Lockdow and Anti-passback

Create and manage intruder alarm partitions from within
the Net2 software, using Multi-zone Intruder Alarm
Integration

Use the Fire Alarm Integration feature to set your system
to automatically open fire doors in the event of an
emergency

Please contact your installer for more information.

‘System engneer

W Vnbvecenion




image6.png
W Net2 Access Control
[ Events

@ & Repots
£ Nei2 operstors

Net? actions

i Add new access control it
i Add new door group

§ Open door

) Log off

Reinstate

Replace

ACU serialno.
2218428
O458E%9

Delete ACU

Type.
Net2 classic
Net2 plus

Detect

Fimmare
Uptodste
Uptodate

Status
oK
oK

Pot
000806476035
000BDE476C35

“System engineer

Zltems

Alam

W Ymiteception

y





